


 

 
 

Technical Specifications 
 

Environmental Performance 
Storage Temperature -55 to +85°C 

Operating Temperature -40 to +70°C 
Humidity +65°C, 90% RH 

Mechanical shock 100g, 6ms 
Tensile strength 1750N (cable dependent) 

Vibration 10-500hz, 0.75 amplitude @ 10g acceleration 
Mating cycles 1000 cycles 

Water Immersion Up to 2M depth 
 

 

Optical Performance 

Insertion Loss 62.5/125 @ 1300nm 1.0dB Typical 

Fibre Types 50/125, 62.5/125µm 

Cable Types / Variants 5.5mm OD Tactical 4 Core – 014 

3mm OD Ruggedised Simplex  -011 (Receptacle only) 

900µm Buffered fibre – 040 (Receptacle only) 

 
 
Connector Part Number Configuration 

Specifications 
 

HLMA-0XX-XX-XXXX-XXXX-XXX 
 
 
 
 
 
 

 
 
 
 

 
 
  
 
 
 
Connector Part Number Example: 

Specifications 
HLMA 2ch Plug, Black Anodised, Multimode to suit 5.5mm tactical cable :- 
 

HMLA-062-ZA-0850-1300-014 
 

Finish – ZA 
 Hard Anodised, Black 
 RB 
 Marine Bronze 

Wavelength 
-0850-1300 Multimode 
-1310-1550 Singlemode 

Cable Variant 

Connector –  06 Plug 
           07 Jam Nut Receptacle 

Amphenol 

Style 

Number of Channels – 1, 2 or 4 
                 



 
 

 
 
 

 
 
 
 
 
 

Amphenol Limited manufacture cable assemblies for all applications which can be supplied on field deployable 
drums. Please contact the Amphenol factory for part numbers and quotations 

 
 
 
 

Notice:  Products are sold subject to Amphenol’s conditions of sale (“the standard conditions”).  All specifications and statements contained 
herein are believed to be correct at the time of printing but no representation or warranty, express or implied, is given as to any specification 
or statement contained herein.  Product specifications including performance characteristics are typical only and subject to deviation.  
Specifications are also subject to change without notice.  Users should not assume that all safety measures are indicated or that other 
measures may not be required.  No representation or warranty, express or implied, is given that any use of products (including any stated or 
suggested use) does not infringe any patent, registered design or other third party rights and no stated or suggested use of products can be 
taken to recommend any such infringement. 

 

     Amphenol        Thanet Way, Whitstable, Kent. CT5 3JF  Tel:  01227 773200  Fax: 01227  


