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The cable spider fan out kit shown here allows multi-fibre 

buffered leads to be connected to single fibre leads (with strain 

relief) without fibre interruption. This means that on-site 

splicing is no longer necessary. The cable spider fan out kit can 

be easily assembled either in the workshop (for prepared 

exterior/interior cables), or on site after the cable has been 

laid. 

All you need for assembly is a screwdriver and spanner. There 

are two basic models for up to 12 fibres (4-, 6– and 8-fibres 

options are also available) and up to 24 fibres (16– and 24-

fibres). 

 Can be used with all standard exterior/interior central 

loose tube cable design 

 cable diameters 12-way: 6.0 -10,5mm, 24-way: 8,0 -

12mm 

 the buffered lead is fixed in position in a cable gland, so 

that there is no possibility of the cable jacket slipping 

with respect to the buffered lead when laying 

 The buffer tubes that carry the fibres are strain-

relieved and are prepared for a length of 1.20m 

 The buffer tubes are available in orange and yellow 

 Diameter (alumina-tube) 12-way 22mm, 24-way 27mm 

Buffer 
tubes 
orange 

Buffer 
tubes 
yellow 

Description 

KAT-12-
04-BS 

KAT-12-
04-BS-GE 

Spider fan 
out 4-way 

KAT-12-
06-BS 

KAT-12-
06-BS-GE 

Spider fan 
out 6-way 

KAT-12-
08-BS 

KAT-12-
08-BS-GE 

Spider fan 
out 8-way 

KAT-12-
12-BS 

KAT-12-
12-BS-GE 

Spider fan 
out 12-way 

KAT-24-
16-BS 

KAT-24-
16-BS-GE 

Spider fan 
out 16-way 

KAT-24-
24-BS 

KAT-24-
24-BS-GE 

Spider fan 
out 24-way 

KAT-S-S  
Termination 
tool 

 


