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Designed for cable storage and deployment these units are constructed from mild steel with a 
durable black nylon coating and tough thermoplastic feet. 
 
The units can be stacked up to three high for maximum space saving.  
 
Please check the minimum bend radius of your fibre optic cable before specifying a drum. 
 
 

CD1 Cable Drum 
 
The smallest of the units the CD1 has a 90mm drum hub and 
incorporates three cable supports, two connector clips and an 
integral winding knob. 
 
The drum is retained on a cantilever axis by a spring catch and 
a carrying handle is incorporated into the top of the frame for 
easy handling. 
 
 
 
 

CD2, CD3 Cable Drums 
 
The larger CD2 and CD3 ranges are based on one design with a 
230mm diameter drum hub and varying drum widths for 
greater capacity.  
 
(see capacity chart below) 
 
The drum has four cable supports and two cable access points. 
A pin lock is fitted to the shaft in order to lock the drum when 
required.  The winding handle rotates through 180 degrees for 
stowage. 
 

 
 
Capacity Chart 
 
Nominal capacity shown is 75% of the theoretical maximum 
 
 

Cable Diameter 6mm 8mm 10mm 12mm 16mm 20mm 

CD1 150m 80m 50m 30m - - 

CD2 300m 150m 100m 60m 30m 15m 

CD3 600m 300m 200m 140m 60m 50m 

CD3.45 1,000m 500m 300m 200m 100m 60m 

CD3.6 1,300m 700m  400m 300m 140m 90m 
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For further information and to discuss your application please contact:- 
Tech Optics Ltd.  
6 Tannery Road 
Tonbridge 
Kent 
TN9 1RF 
UNITED KINGDOM 
 
T: +44(0)1732 770 466 Specifications subject to change without notice. 
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ISO9001:2015  
for the distribution 

of fibre optic 
products and the  

manufacture of 
fibre optic 

assemblies. 

 

Dimensions 
Size and weight 
 

Drum Flange 

(mm) 

Hub  

(mm) 

Width 

(mm) 

Weight  

(kg) 

CD1 320 90 125 6.40 

CD2 450 230 150 11.40 

CD3 450 230 300 12.80 

CD3.45 450 230 450 15.20 

CD3.6 450 230 600 16.60 
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